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1 Pierwsze uruchomienie.
PodGhczenie bramki Vol P do internetu.

Bramkn Vol Pc peomdyGrik abl em sieci owym RJ45 (doGnczon
Nastnpnie do brami VolP podGnczamy zasilanie.
(np. Internet Explorer) i w pasku adresu wpisujemy adres bramki w sieci lokalnej

(moldemy go sprawdziklondp.guwaggneym naszego rou
kl awi aturze telefonu *** a nasthpnie 02 Br amk.
angielskim). Zatwierdzamy naciskajnc ENTER.

Spos: lGAg@dk ni a:

Do portu WAN bramkipod G&iz kabel sieciowy od internetu. I
podGhAczylL komputer | ub inne uNEAdmde®hd ez sd pari ot
telefoniczny oraz opcjonalnied o portu LI NE I inin telefonicznn

Logowanie do panelu konfiguracyjnego bramki VolP

KROK 1

/& http://192.168.1.100/ - Windows Internet Explore
; )@ | ] http://192.168.1.100/

iy Favorites | @ http://192.168.1.100/

Password eeeee \ (Login l

I Whpisz: admin i zatwierdz klikajgc
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KROK 2

| http//192.168.1.100/dologin htm [ ] -8 -
SIP Settings
SIP Server Address sip.darmowytelefon_pl b Tu wpisz adyes SIP
Outbound Proxy sip.darmowytelefon.pl ;r;ess or URL if any)
SIP User ID : Tu wpisz TWoj login
Account ID
(Can be same as or different from SIP User ID)
ot Tu wpisz hasto
Authentication Password ord does not display
Name
Use DNS SRV © No @ Yes Przejdi na dot strony
User ID is phone number @No () Yes 1
SIP Registration @Yes () No
Unregister On Reboot @ Yes @ No
Register Expiration 60 Minutes (Default is 1 hour, max 45 days)
Local SIP Port 5060 (Default 5060)
Local RTP Port 5004 (1024-65535, default 5004)
Use Random Port @No () Yes
S © No
KROK 3
N Automatic HTTP Upgrade
© No
() Yes, check for upgrade every 7 days (default 7 days)
NTP Server time_nist.gov (URI or IP address)
SUBSCRIBE for MWI © No, do not send SUBSCRIBE for Message Waiting Indication
© ,Y?Si sendpmod:c SUBSCRIBE for Message Waiting Indication
FXS Impedance "7600 Ohm (North America)" v Zatwierds klikajac Update I
Special Feature "Standard” ~
Onhook Voltage "36V" v
: © No
Polarity Reversal 2
= S ) Yes (reverse polarity upon call establishment and termjg#ition)
© No
Lock Keypad U; £
cypad Hpdate ) Yes (If"Yes", configuration update via keyp: disabled)
) No
Enable WAN Web A =
< €b Aecess © Yes (If"Yes". WAN WEB access configuration page is enabled)
Debug Server Address
Debug Level "NONE"
Super Password (Device password to configure this page)
Update [ Cancel ] [ Reboot ]
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KROK 4

://192.168.1.100/update.htm

ttp://192.168.1.100/update.htm ] &~

CURRENT STATUS BASIC USER OPTIONS SUPER USER OPTIONS

Your changes have been saved.

Please wait 5 second and then reboot the device.

I Po 5 sekundach kliknij tutaj

Zamykamy okno panelu konfiguracji bramki VolPimod emy zacznlL dzwoni L z
konta w serwisie www.DarmowyTelefon.pl
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